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Ultra-Thin Client…Axel’s product range  incorporates Ultra Thin Client technology. 
Ultra Thin Client technology maximises the advantages of thin-client computing
and is radically different from terminals based on ‘PC technology’:

Zero local administration

Robust and simple design

Total virus immunity

Compact Format

Specially adapted for industrial markets, the terminal benefits from an internal
PSU and metal case (specifically designed to support the monitor).
These models have two serial ports and one parallel port.

Model 65C: text-only thin client terminal 
• IBM environment: 5250 and 3270
• Unix/Linux environment: emulations ANSI, VT...

Model 75C: multi environment thin client terminal 
• Graphical environment: RDP Windows TSE, ICA Citrix, VNC Unix/Linux
• Text emulations (5250, 3270, ANSI, VT...).

Micro Format

With its small format and VESA mounting kit the ‘micro-terminal’ is
designed to be attached to the rear of the flat screen.

Model 70W: Windows-only thin client terminal 
• RDP and ICA protocols for Windows TSE and Citrix.

Model 70F: multi environment thin client terminal 
• Text emulations (5250, 3270, ANSI, VT...)
• Graphical environment: RDP,  ICA, VNC.
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Multi-Environment
Terminal
The terminal’s concurrent graphical and text multi-session
capacity support connections to all multi-user operating
environments.

■ Windows (NT4 TSE, 2000, 2003 or 2008)
Microsoft’s RDP and Citrix’s ICA protocols allow LAN/WAN
connection to Windows servers.
All Windows applications can be run from the Axel terminal.

■ AS/400 iSeries and S/390 zSeries
The embedded 5250 and 3270 emulations allow LAN/WAN
connection to IBM servers. The connection is compatible
to a 5250 IBM-3477-FC terminal (colour, 80/132 columns,
DEVNAME, status line...) or a 3270 IBM-3278-2-E terminal.
Free Axel administration software allows remote 
shadowing of users sessions.

■ Unix/Linux
The embedded telnet client and standard emulations 
allow the terminal to connect over the WAN/LAN to all
Unix/Linux environments. Graphics is provided for Unix
environments through an embedded VNC client. VNC is 
an extension to standard X11, allowing any graphical
application to be run on the Unix/Linux server and 
remotely displayed on the terminal. 
Free Axel administration software allows remote 
shadowing of users sessions.

■ Others
The terminal can be connected to other multi-user 
operating systems (Real/32, THEOS, etc.).

Embedded Peripheral
Server
Each of the USB ports and 3 auxiliary ports (2 serial 
and 1 parallel) can be accessed by various methods
depending on environment and peripheral attached:

• LPD: printers under Unix/Linux, AS/400, S/390,
Windows, etc.

• Prt5250: printer sessions under AS/400.

• RealTruePort: allows Unix/Linux ttys to be associated
with auxiliary ports and sessions.

• RDP/ICA Resource Redirection: printer, COM port,
smartcards (PCSC-CCID compliant), memory stick
(FAT16/32).

Remote Administration
The complimentary remote management software provides powerful and intuitive remote administration of terminals.

• Fully, featured version supplied free for unlimited number of terminals
• Newly installed terminals automatically registered for easy remote access/setup
• Newly installed terminals can automatically download a configuration file
• Shadowing for text based sessions (telnet - Unix/Linux and 5250)
• Ability to automatically update configuration/firmware on next terminal boot
• Automatic scanning, inventory update and configuration archiving over the network
• Easy visualisation and organisation of terminals within a directory structure
• Standalone software runs on non dedicated PC
• Single click to update firmware or configuration 
• Remote access to terminal’s setup

Features



Which Model… 

Model Model Model Model
65C 70W(**) 70F(**) 75C

Ethernet Connection
• Connection Mode TCP/IP TCP/IP TCP/IP TCP/IP
• Maximum Speed 10/100 BaseT 10/100 BaseT 10/100 BaseT 10/100 BaseT

Serial Connection
• Connection Mode RS232 - - RS232
• Maximum Speed 115.2 Kbs - - 115.2 Kbs

Graphical Sessions 
• Maximum Resolution - 1280 x 1024 1280 x 1024 1280 x 1024
• Number of colours - 65 535 65 535 65 535
• RDP Client - Yes Yes Yes
• ICA Client - Yes Yes Yes
• VNC Client - - Yes Yes 

Text Sessions 
• telnet, ssh and tty protocols(*) Yes - Yes Yes
• AS/400 iSeries (5250) Yes - Yes Yes
• S/390 zSeries (3270) Yes - Yes Yes

Administration
• Remote interactive set-up Yes Yes Yes Yes
• Remote control Yes - Yes Yes
• Downloading firmware Yes Yes Yes Yes
• DHCP/DNS Yes Yes Yes Yes

Connectors
• Parallel Auxiliary Port 1 - - 1
• Serial Auxiliary Port 2 - - 2
• PS/2 (keyboard & mouse) 2 2 2 2
• USB Ports - 2 2 2

Models 65C and 75C Models 70W and 70F

• Power Internal 110/240 V (auto-switching) External

• Consumption 
8 Watts 6 Watts

(no monitor / no keyboard)

• Dimensions (mm) 216 x 270 x 31 105 x 135 x 27

* Available Emulations: 3151, ADDS VP-60, ADDS VP-A2, ANSI, ANSI DATA GENERAL, ANSI INTERACTIVE, ANSI RS6000, 
ATO300, C332, LINUX, OS2 POLYMOD2, PRISM, PROLOGUE 3, QVT119+, REAL/32, SCO OPENSERVER, SM9400, SM9412,
THEOS, TVI 950, TWINSERVER, UNIX SCO 3.2.2, UNIX SCO 3.2.4, UNIX SVR4, UNIXWARE 7, VT100/VT220, VT52, 
WYSE 50/60/120, XENIX SCO

** VESA Mounting Kit included
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Sales Office: Lion Court  Staunton Harold Hall Ashby de la Zouch  Leics LE65 1RT

Technical Office: Unit 6  Maizefield  Hinckley Leics LE10 1YF


